HAZARD ASSESSMENT/CERTIFICATION FORM

FOR PERSONAL PROTECTIVE EQUIPMENT (PPE)

___________________________________________________
____________


__________________________________________

Installation (Operation Center Facility)
          


         Date


Signature (Individual certifying evaluation)

	Source of Hazard  to Employees (Operation)


	Assessment of Hazard

(Agent)
	Head Protection
	Eye & Face Protection
	Hand Protection
	Foot Protection

	IMPACT: Grinding, chipping, chiseling, sawing.

PENETRATION: Glass, hand tools, metal rods, board road nails, etc.

Material/Equipment handling, compression, etc.


	Flying fragments, objects, large chips, slag, 

Objects with the potential to penetrate the hands or feet.

Objects falling, dropping, or rolling.


	Hard-hats meeting ANSI Z89.1 - 1986.
	General (blowing dust, loose particles) - Safety glasses w/side shields (Z87.1)

Grinding/chipping etc. - Safety glasses with side shields and a full face shield are required.

	For light work a cotton or canvas glove.

Rough or abrasive material requires leather or leather reinforced metal stitching.
	Metatarsal foot guards where compression and material handling may warrant guards.

Footwear that provides puncture protection.

	CHEMICAL: Acid, caustic, and other chemical handling, contact with chemical handling equipment, etc.


	Splash, spray, coating on surface of equipment.

Inhalation, ingestion, skin contact, systemic effects, and birth defects.
	Hard-hats meeting ANSI Z89.1 - 1986.

For spray or overhead chemical handling a slicker with hood is recommended.
	Goggles, eyecup and cover type.

Use of face shield and goggles is required when handling open containers and/or splash potential exists.
	Gloves should be selected based on the type of chemicals used.

Refer to MSDS for specific material requirements of gloves that must be used.
	Incidental contact - Work shoes or boots that provide a continuous barrier against absorption (no holes/reactive synthetics)

Prolonged/significant quantity contact - Rubber boots.

	HEAT: Boiler operations

steam equipment, hot crude oil/water, production, fired heater equipment, reboilers and piping, welding, etc.


	Hot sparks contact with high temperature equipment.

Contact with high temperature fluids.
	Hard-hats meeting ANSI Z89.1 - 1986.
	Safety glasses with side shields at all times.

Raised temperature operations - Face shields, goggles/ spectacles with side shields.

(Operations involving heat may also involve light radiation)


	Insulated gloves, designed for heat.
	Non-synthetic material that maintains a continuous barrier against absorption (no holes).

	
	
	
	
	
	


	Source of Hazard  to Employees (Operation)


	Assessment of Hazard

(Agent)
	Head Protection
	Eye & Face Protection
	Hand Protection
	Foot Protection

	LIGHT RADIATION: Optical sources.


	Contact with optical sources such as lasers, welding, brazing, cutting.
	Hard-hats meeting ANSI Z89.1 - 1986.
	Filter lenses must meet the requirements of 

29 CFR 1910.133 (a) (5).
	Refer to HEAT and IMPACT Sections
	Refer to HEAT and IMPACT Sections

	ELECTRICAL: Motors, pumps, controllers, switches, etc.

 o DEENERGIZED: a) Preventive

                                Maint

                           b) Gen Maint

 o ENERGIZED: [480v or Less]

                   a) Troubleshoot

                   b) Repair/Replace

                        [above 480v  ]

                   a) Troubleshoot


	Contact with electrical wiring, equipment or lines.

(May also involve...Impact,

 penetration, heat)
Same as above

Same as above

Same as above

Same as above
	Hard-hats meeting ANSI Z89.1 - 1986.

Same as above

Same as above

Same as above

Same as above

Same as above
	Safety glasses with side shield are required for non-intrusive operations (non-spark producing)

During racking in/out or other potential arcing situations, a face shield, in addition to safety glasses, is recommended.
Same as above

Same as above

Same as above


	Rubber insulating electrical lineman’s gloves meeting 

ANSI J6.6

NOTE:  Properly matched leather gloves must be worn over insulators to protect insulation integrity.

----------

----------

----------

Rubber insulating electrical

lineman's gloves meeting

ANSI J6.6
	Shoes that have no metal made in the construction of the shoe.

Same as above

Same as above

Same as above

Same as above

Same as above

	HARMFUL DUST OR FIBERS: 

Removing insulation, etc.


	Contact with silica, RCF, asbestos, calcium silicate, woodworking dust.
	Hard-hats meeting ANSI Z89.1 - 1986.
	Goggles, eyecup and cover type.


	Light cotton glove.
	Footwear with a good leather upper is preferred.
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